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SOBRE
NOSOTROS

At COYSA we have been at the service of our customers for more than 14 years, 
seeking to offer them the essentials for their construction projects through our 
production, logistics, management and marketing areas, which are in continuous 
development to provide a comprehensive solution. With safe, high quality products at 
competitive prices.

We have a human team with technical staff, with a technical office where we carry 
out the necessary studies and projects for the works of our clients, as well as their 
support on site, and we also have our own means of transport.

We are a large and well-established company, with magnificent facilities covering 
more than 5,000m² between factory and warehouse. Our products are fully 
established in the national market and with a strong presence in the international 
market.

Metálicas Coysa, S.l. has participated in the ICEX-Next Export Initiation Program, and  it has 
had the support of ICEX and the co-financing of European ERDF funds. The purpose of this 
support is to contribute to the international development of the company and its environment.

European Fund Regional Development

A way to make Europe

COYSA has been a beneficiary of the European Regional Development Fund whose objec-
tive is to improve the use and quality of information and communication technologies and 
access to them. Thanks to which, it has applied for registration at the TICCámaras for the 
improvement of competitiveness and company productivity. For this, it has continued with 
the support of the ICT Chambers of the Seville Chamber of Commerce.
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. N88 

  
 

The panels can be connect between both vertically and horizontally. 

The strength of our panels is 35 kNw/m2.e 

TheThe N88 panels are designed to be handled without 
crane and providing optimal performance at low cost.

 
 

Panels N88 can be connected to each other, allowing for
a greater extent pillars easily.

FORMWORK PILLARS  

MEASURES PANELS

Height mm. 3000 2700 2600 2500 1500 1250 

Width standard mm. 500 450 400 350 300 250 

Width special mm. 600 550 500 450 400 350 

Width special mm.  700 650 600 550 500 450

Width special mm.  800 750 700 650 600 550

Width special mm.  900 850 800 750 700 650

The line of COYSA N88 is a complete system, lightweight, fast
and secure for column formwork pillars.

Can be used for concrete walls due to the accessories it can
withstand the stresses transmitted by the concrete work on
large surfaces.

www.metalicascoysa.comLo esencial para tu construcción                                            



 
. CIRCULAR FORMWORK 

 The widest range of circular columns. 
    

 All components of our circular 
formwork, such as joint sealing system, 
reinforcements and the thickness of the 
formwork plate are manufactured in 
accordance with the technical standards 
according to the diameter and height of 
the pillars, the rate of filling and 
temperature.

 

 
Easy installation: 
 
The half-shells have interlocks, bolts and 
self-cleaning fasteners.

-

 Made in two assemblable parts. 
Due to its excellent manufacturing 

quality, the formwork of circular pillars, 
provides a clean concrete surfaces.

FORMWORK FOR CIRCULAR COLUMNS N88 

Formwork for circular N88 pillars are made of metal 
sheet of 2 mm.

 
 

May also manufacture formworks for oval or semi-oval pillars. 
High pressure concreting: 35kN/m2. 
Protected by paint polymerised in oven. 

MESURES STANDARD

Diameter De  250 From 250 to 1000 mm.

Height De 500From 500 to 4000 mm.
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. PH50 

PILLAR FORMWORK  
The COYSA  PH50 Formwork is a complete system, 

lightweight, quick and sure of formwork for pillars with visible 
surfaces. 

Made of metallic finish or phenolic wood offer maximum 
resistance with less locking bolts. 

Edge profiles and reinforcing omegas give greater resistance to 
torsion and concrete pressure. 

PANEL FEATURES - METALLIC FINISH OR PHENOLIC

PANEL TYPE mm.

PILLAR’S MAXIMUN WIDHT

PILLAR’S MINIMUN WIDHT

3000 x 600 3000 x 900

500 800

300 600
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. DYMAN 70 (1) 

LIGHTWEIGHT, HANDY, ROBUST 
The lightness of the panel,  dimensions and modularity by 

the connection system used allow the realization of small 
works without the need for cranes, very quickly and easily,  
safely. 

By design provides high resistence and durability.  
Chassis protected by polyester paint polymerised in a 

drying oven. 

Smooth Concrete Surfaces  

The design of the perimeter profile and the staple 
patented by COYSA  allows a union of high resistence, 
remaining unchanging profile, which means a longer life 
and does not transfer the deformations at concrete. 

As there is no screw heads or rivets on the surface of 
contact with the concrete, the wall surface is completely 
smooth and well finished.  

Mounting Simple and Effective  
Easy to join and align, because to the design of perimetral 

profiles and  staples patented by COYSA .  
Easy to assemble and move into work thanks to its 

lightness with an approximate weight of 25 kg/m2. 

MEASUREMENTS STANDARD PANELS

Length in mm. 2400 / 1200

Widths in mm. 900 600 450 300
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. DYMAN 70 (2) 

Design optimized to high performance 
The design of the panels has been optimized through the 

modeling and calculation by the finite element method. 
Better design = Greater  Durability and High Security. 
Nothing has been left to chance. We know  what does 

each part of the panel and how it behaves. 

Versatile for any design
Thanks to its modularity and accessories available,  we 

can ensure the implementation of the most requested forms 
in the building works of a practical and safe way. 

Diagram of Pressures 
The horizontal thrust or pressure exerted by the fresh 

concrete at the formwork depends mainly on the consistency 
of the concrete, of the filling speed and the ambient 
temperature. 

The resistance of our panel is 50 kNw/m2. 
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. EDIF 100 (1) 

SIMPLE, POWERFUL, TESTED  
The model of Edif100 formwork is designed to facilitate 

the formation of concrete walls for buildings and civil works. 
Designed to last, always keeping their properties intact. 
 Easy to join and align, because to the design of 

perimetral profiles and  staples patented by COYSA . 
Chassis protected by polyester paint polymerised in a 

drying oven. 

His greatness is transferred to the concrete  

The perimeter profile design allows an excellent finish on 
the concrete wall, it does not permit deformation of 
fastening of staples or in the edges of the panels. 

This allow to obtain the same concrete finish from the first 
till last fill concrete. 

As there is no screw heads or rivets on the surface of 
contact with the concrete, the wall surface is completely 
smooth and well finished.  

Minimum weight, Maximum resistance   
The COYSA  staples are designed with the most modern 

systems to act in conjunction with the perimeter profile 
special. 

Its lighter weight makes them more manageable and 
secure. 

Its shape and the material they are made do not allow any 
deformation and assure optimum tightening. 

In the fixed or adjustable version, the tightening is 
warranted. 

PHENOLIC FINISH SERIES

MEASUREMENTS STANDARD OF PANELS

Length in 
mm. 3000 / 1500 

Widths in
mm. 1000 750 500 400 300 250 

METAL FINISH SERIES

MEASUREMENTS STANDARD OF PANELS

Length in 
mm. 3000 / 1500

Widths in
mm. 1000 750 500 400 300 250 
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EDIF 100 (2) 

Design optimized to high performance  
The design of the panels has been optimized through the 

modeling and calculation by the finite element method. 
Better design = Greater Durability and High Security. 
Nothing has been left to chance. We know  what does 

each part of the panel and how it behaves. 

Walls of 1 or 2 sides  
The panels are designed for wall formwork 2 Sided by  

interns typical accessories. 
For wall formwork of 1 side you can use the special support 

to prevent lifting formwork, to fill and allow faster filling, or 
underpin classically  when the supports are not required. 

In any case, to increase performance, the panels can be 
moved in groups with the aid of a crane. 

Versatile for any design

Thanks to its modularity and accessories available, we 
can ensure the implementation of the most requested forms 
in the building works of a practical and safe way. 

Diagram of Pressures  
The horizontal thrust or pressure exerted by the fresh 

concrete at formwork depends mainly on the consistency of 
the concrete, of the filling speed and the ambient 
temperature. 

The resistence of our panels is 70 kNw/m2. 
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CIVIL 125 (1) 

STRONG, VERSATILE, PRACTICAL  
The model of Civil125 formwork is designed to facilitate 

the formation of large concrete walls for buildings and civil 
works. 

Designed to last, always keeping their properties intact. 
 Easy to join and align, because to the design of 

perimetral profiles and  staples patented by COYSA. 
Chassis finishing electrolytically galvanized. 

Best Finishes on Concrete 
The perimeter profile design allows an excellent finish on 

the concrete wall, it does not permit deformation of 
fastening of staples or in the edges of the panels. 

This allow to obtain the same concrete finish from the first 
till last fill concrete. 

As there is no screw heads or rivets on the surface of 
contact with the concrete, the wall surface is completely 
smooth and well finished.  

Thanks to the great omega profiles reinforcing, allows 
maximum support of wood, eliminating the mini-pushups 
caused for the great pressure of the concrete. 

Minimum weight, Maximum resistance 
The COYSA  staples are designed with the most modern 

systems to act in conjunction with the perimeter profile 
special. 

Its lighter weight makes them more manageable and 
secure. 

Its shape and the material they are made do not allow any 
deformation and assure optimum tightening. 

In the fixed or adjustable version, the tightening is 
warranted. 

MEDIDAS STANDARD DE LOS PANELES

Longitud en 
mm. 3000 / 1500 

Anchos en 
mm. 2250 1500 1000 750 500 250 
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. CIVIL 125 (2) 

Design optimized to high performance  
The design of the panels has been optimized through the 

modeling and calculation by the finite element method. 
Better design = Greater  Durability and High Security. 
Nothing has been left to chance. We know  what does 

each part of the panel and how it behaves. 

Up to 6 meters wall  
The panels are designed for wall formwork 2 Sided by  

interns typical accessories. 
Thanks to its assembly time is minimized in manipulations 

lifting . 
Encoframos desde 6,75 m2 a 20,25 m2 en cada maniobra 

de elevación.  
At the systems of COYSA  wall formwork, can fix wall 

brackets at 1-sided, ideal for walls at high altitude  and 1-
sided walls at form quickly and safely. 

You can make walls of 3 meters tall with standard brackets 
and 1 side wall  of 6 meters high by adding extension 
support. 

Versatile for any design 
Thanks to its modularity and accessories available,  we 

can ensure the implementation of the most requested forms 
in the building works of a practical and safe way. 

Diagram of Pressures 
The horizontal thrust or pressure that exert the fresh 

concrete at the formwork depends mainly on the consistency 
of the concrete, of the filling speed and the ambient 
temperature. 



. 

. CURV -  FLEX 

FORMWORK FOR ROUND WALLS  

 Curv-flex is a wooden formwork system with modular metal profiles. 

 Due to a variable radius, the system allows to fill concrete at round walls of different diameters,  oval figures, parabolic, 
oblong in the vertical and horizontal position.  

 Allows to be used in straight walls and square or rectangular linkages. 

 Its structural conformation is very strong and quick. Hermetic assemblies allows to adapt the formwork surface to any 
type of project, with a wood plates formwork that has been previously mounted and integrated at the supporting structure. 

 Pressure  rating  = 80 kN/m2 with parts of 17 or 20 mm. 4 pieces per panel. Radio from 2.80 m. Painted galvanized 
structure. 

The flexibility of our curved formwork Curv-Flex,  allows us to make special shapes in concreted ledges, bridges, 
viaducts, tunnels, collectors, canals, reservoirs, etc.. with of a walker bracket climber. 

The modular design of the panels allows full assembly of the formwork without cross ties.  

Dimensions : 1000 mm, 2000 mm. and 3000 mm. x 2250 mm. Personalized measures upon request according to the 
radius needed. Phenolic wood 18 mm. 
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. MECANO (1) 

FAST, SAFE, PROFITABLE  
Dashed line Mecano COYSA  recoverable formwork is 

designed to facilitate the formation of slabs and beams 
quickly and safely.  

Fits all designs, surfaces and heights, allowing shuttering 
any grided floor. 

Reduce  material costs and labor and allows easy control of 
the pace of work. 

Saving between 50%  and 75%  for labor with respect to 
timber formwork. 

Main components  

With few components all desired figures are made. 
Intertwine with each other without blow. This guarantees a 
perfect use for the lifetime of the formwork. 

All components are used for both the flat floor formwork as 
for one-way slabs beams or girders flat hanger.  

For any kind of Plat  

Mecano formwork system provides a solution to any type of tile, which makes it the perfect partner for the construction of 
the floor, even when combined with each other. 

With the Meccano system we put the formwork first and then filled with concrete whole plant without intermediate phases.  
No matter what type of plant has to perform. The workers know how to use the formwork because they always do it with 

the same parts and the same system. 

Simple and Safe  
The locking system  allows all parts are fixed in their 

position, without any possibility of accidental disconnection. 
This system prevents, that during the removing, the 

material fall over the workers who perform the removal. 
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. MECANO (2) 

The most Recoverable  System  
At 3 days after concreting can begin the removing of 

formwork. 
We collect 75%  of the value of the Mecano + 100%  of the 

boards used. Only cruises remain. 
Immediately, we can begin the formwork of the upper 

floor. And in the same way until the last floor. 
The cycle is repeated until you have completely finished 

one floor + 1 floor with cruises and props supporting the 
slab + 1 floor with the Mecano fully assembled. 

In the execution of a new floor, we recovered the tools of 
a finished previous floor, whatever the height of the building 
we use the same recovered elements  

Changements of Direction : Resolved  
With the same components of mechano it does formwork 

of flat beams 
With the directional supports are solved all directions and 

measurements of beams and perpendicular 
interconnections 

With the special accessories tailored to Mecano system 
we can do the  grided hanging beams,  formed similarly 
achieved with flat beams. 

The Quality of Mecano  System is Transmitted to Concrete  
The quality of Mecano system is checked after stripping observing concrete finishes. 
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. MECANO (3) 

 We can already do the flat slab formwork and hanging girders, both at the same time.  

With horizontal and vertical formwork regulators we can 
put the formwork at hanging girders and flat slab at the 
same time. 

We use the same system elements. 
We can remove the formwork after 3 days and recover 

the formwork to be used at the following floor. 

We need 50%  less wood than other similar systems. 
We collect 75%  of the value of the Mecano + 100%  of the 

boards used. Only cruises remain. 
Immediately, we can begin the formwork of the upper floor. 

And in the same way until the last floor. 

Vertical adjustment  

Horizontal adjustment  

 We can adjust the height of the hanging beam respect 
to the slab 

It allows us to adjust the size of the slab with respect to 
the edge of the  hanging beam. 
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. PERIMETER FORMWORK  

Metal formwork for the finish of perimeter edge of slabs 

FORMWORK OF PERIMETER  OF 
STRAIGHT EDGES 

FORMWORK OF PERIMETER OF 
CURVED EDGES  

The moldings are manufactured in the following sizes:

Length (mm) 3000  2000  1000   400       

Height (mm) 300  300  300   400       

  
The formworks are joined each other at extendable 

way. 
 The angle brackets, which also supports the concrete 

pressure,  are independent and removable without 
screws, very easy to assemble, of easy transport and 
storage, and they have at their base small holes for 
fixing on the wood surface. 

 All brackets are standard for mounting in different 
forms as well curved,  oval or straight. 
 

 Metal formwork for the finish of perimetral edge of slabs. 
 Forget the traditional formwork system with wood, 

expensive and unrecoverable. 
 With our formwork system you can make at minimum cost 

any form of slabs, curved, oval, serrated and straights, with 
different lengths and shape. The most original forms. 
 

ALSO WITH BRACKET SWIVEL  SYSTEM  
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. TELESCOPIC  PROPS 

MADE TO LAST 

TECHNICALFEATURES

MEASURE 1 M. 3 M. 4 M.  5 M. 

Minimal height m. 0,60 1,65 2,40 3,50 

Maximum extension m. 1,05 3,10 4,10 5,10

Thicknesses mm. 1,6 1,6 1,8 2,0 1,8 2,0 2,0 2,5 

The props of COYSA  are designed to improve the performance at work. 
Made to last, the internal thread, longuer and resistant support better the use 

soporta mejor el uso y facilita el trabajo. 
The exclusive and patent system of perforation of the pipe to 90 º improves the 

resistance with the same dimension of pipe with linear perforation. 
Manufactured with steel S 275 JR according to standard UNE/EN/10025. 
Compression testing certified by independent certification Institute. 
Sheet bases of the prop with nervures to increase the resistance and to facilitate 

his disassembly. 
Protected by painting polyester polymerized in oven. 
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. PALLET TRUCKS 

MODEL  TS 12  
 COYSA  has managed to increase the effectiveness of 

work of pallets trucks to transport pallets with minimal 
effort . 

Adjustable width of load fork  from 120 mm. to 570 mm. 
 Sized wheels for easy movement over rough terrain, 

bushings mounted on sealed bearings, making them easy 
to ride over rough terrain. 

 Protected by paint polymerised in oven. 

TECHNICAL FEATURES

Load capacity 1200 kg.

Maximum lifting 200 mm.

Width payload 1200 mm.

Forklength 1000 mm.

Adjustable width forks From120 to 570 mm. 

Weight 190 kg.

EXTERNAL DIMENSIONS

Width 1650 mm. 

Length 1420 mm. 

Height 870 mm. 

MODEL DI 14  

EXTERNAL DIMENSIONS

Width 1650 mm.

Length 1420 mm.

Height 870 mm.

TECHNICAL FEATURES

Load capacity 1400 kg. 

maximum  lifting  200 mm.

Width  payload  1200 mm.

Fork  length  1000 mm. 

Adjustable width forks From120To570 mm. 

Weight  215 kg.

 With a hydraulic system designed by HIJANSA with 
integrated double circuit and two lifting pistons, we have 
made the rod stroke is regular,  without to bear added 
efforts of lifting. That entire set of components  is protected 
against any element of the  work by outer cylinder that is 
the freight elevator. 

 Hydraulic drive and the machine control  with the same  
rotative spear,  oversized. 

Protected by paint polymerised in oven. 
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955 14 30 35
export@metalicascoysa.com
Pol. Ind. Santa Ana, C/ Fomento, 2
41590, La Roda de Andalucía 
metalicascoysa.com


